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Wite-Out Products, Inc. SGS U.S. Teating Company, lnc.* Page 10f 3
145 Southchase Bivd, Fairfield, NJ Q7004 Emergency Telephone No.
Fountain Inn, S5C 29644 Tal: (973) 575-5252 {B00) 424-0300
Information Telephane Ne.
=Specific Technical infarmation (203) 783-2103
provided by manufacturer
{. PRODUCT INFORMATION
Identity H Wits-OW® For Everything® Correciion Fuids (Quick Dry, Extra
Coverage, Super Smaath)
Chiemical Name : Mot Avaitabl= (N/A)
Cremical Family : N/A
CAS Registry Number : N/A
DOT Shipping Name  : Coating Selution
DOT Hazard Class : Flammable Liquid
il. HAZARDOUS INGREDIENTS
Hazard joformation
Component(s) ] OSHA PEl, ACGIH TLV OTHERS
Petroleumn Naphitha 490 400 ppm 400 ppra Flgmmabie
{CAS #84742-4B-0)
fil. PHYSICAL AND CHEMICAL CHARACTERISTICS
Boiling Paint,*F H 204-237
Vapor Pressure (mm Hqg) . | 26-49 at 8B°F . o
Vapor Density (Air = 1) : volatile comnponents, 3.4 - 4.0 (Estimated)
Sojubiity in Water : Practically Insoluble (0.1 g/L)
Appearance and Odor : Free floawing liquid with patroleum scivent odor
Specific Gravity, (H0 = 1) : Corraction fuld 1.25 '
Melting Paint : =B*F ta +8°F
Evaporation Rate (Butyl Acetate =1) 0.89-1.08
V. FIRE AND EXPLOSION HAZARD DATA
Flammable Liquid : Can reigase vapors that ferm flammable mixture at or
above flash point.
Flash Paint (Methad Used) : 17-37"F (ASTM D-3828.-87)
Flarmmabdiity Limits in Alr, LEL : 1.7
UEL, H 12.3
Extinguishing Medla for Fires : CO,, Foam, Dry Chemical
Sipecial Fire Fighting Procedures : Flammabie liquid. Wear self-contained breathing
apparatus.
Unugual Fire and Expigsion Hazards Toxic combustion gas may be formed as decormposition
products.
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V. REACTIVITY DATA
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Wite-Qut® For Everything® Correction Fluids
(Quick Dry, Extra Coverage, Super Smooth)
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Stability : [ ] Unstabie [X] Stable
Conditions to Avald : Heat source, sparks or flafnme.
Materials to Avaid :  Strong oxidizing or reducing agents.
Hazardous Decomposition Products :  Toxic fumes or gases.
Hazardous Polymerization Products : [ ) May Ocour [ X ] May Not Oceur
W1, HEALTH HAZARD DATA
Carcinogan of Potential Carcinogen NTP: IARC: OSHA:
Health Hazard (Acute or Chronic) N/A N/A N/A
Skin : Not a primary skin irritant per the FHSA.
Eyes : Not an aye irftant per the FHSA.
Ingestion : Human ingestion Hazard Not known.
inhatation : Not hazardous under nommal use conditions.
: Central nervous system depression; Likely route-inhalation.

Effect of Over Exposure

Medical Conditions Generally
Aggravated by Exposure ;

Peflberately concentrating and inhaling content ean lead to
unconscioueness and/or death.

Existing pulmonary or dermal condition.

Emergency And First Aid Procedures

Bkin
Eyes
Ingestion
Inhafation

Wash with soap and water. Consuft physidian if imitation occurs and persists.
Wash with water. Consult physician if irritation OCCUrs.
Consult physician at once. Do not induce vomiting.

- Remove victim from exposire.

Alert emergency medical personnel.

Administer artificial respiration i breathing is stopped,
Vli. PRECAUTIONS FOR SAFE HANDLING AND USE .

Spill or Laak Procedures

Disposal Recommendations

Storage and Handiing Recommeandations :

Other Precautions

Handle as flammable fiquid and dispose of properly.
Vemtilate area.

Dispose in accordance with local, staie, and federal
reguilations.

Store and transport in closed container. Store in
ventilated arsa. Avoid heat, fire and fumes.

! Keap away from children.






