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Material Safety Data Sheet

1. Chemical Product and Company Identification

DESCRIPTICN: ELMER'S WASHABLE SCHOOL GLUE
PRODUCT TYPE: PVAC BASED ADHESIVE.
APPLICATION: FCR PRODUCT CODES SEE SECTICN 16

¢ Manufacturer/Supplier Information

MSDS Prepared by:

Elmer's Products, Inc. Emergency Phone Number
1000 Kingsmill Parkway Poison Control Center
Columbus, OH 43229 1-800-228-5635 ext 22

For additional health, safety or regulatory information, call 614-985-6440
ext 14. Call 1-800-848-92400 to place an order or reguest additional MSDSs.

2. Composition, Information on Ingredients

No hazardous ingredients known to company.

3. Hazards Identification

3.1 Emergency Overview

Appearance Milky white liguid
Cdor Mild acetic aroma
Not an immediate health hazard.

o HMIS Rating

HEALTH = 0 (minimal)
FLAMMABILITY = O (minimal)
REACTIVITY = O (minimal)
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3.2 Potential Health Effects
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« Immediate Hazards

INGESTION: No

INHALATION: No
SKIN: No
EYES: No
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Delayed Hazards

None of the components present in this product at concentrations equal
to or greater than 0.1% have been listed by NTP, classified by IARC,
nor regulated by OSHA as a carcinogen.

4. First Aid Measures

INGESTION: If accidentally swallowed, dilute by drinking large

quantities of water.

Immediately contact poison control

center or hospital emergency room for any other
additional treatment directions.

EYES: Immediately flush eyes with plenty of water. Call a
physician if irritation persists.

5. Fire Fighting Measures

Autoignition Temperature

Upper/Lower Flammable Limits

Up/Lower Explosive Limits,

Flash Point

Not available
Not applicable

% by Vol Not applicable

Not applicable

Will not burn unless water has evaporated. Dried material may

burn.

In case of fire, water should be used to keep fire-exposed

containers cool.

6. Accidental Release Measures

Soak up with absorbent material and remove to a chemical disposal
area. Prevent entry into natural bodies of water.

7. Handling and Storage

7.1 Handling

Handle in accordance with good industrial hygiene and safety

practices.
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