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Mat~rial Sarety Data Sl1eet
May be us(-dto comply with
OSHA's H3Zard CommWlication Standard,
29 CFR 1910.1200. Standardmust be
consulted for specific requirements.

IDENTITY:

(As Used on I.abel and Li~) BALL PEN INK-BLACK

Note: Blank Spaces are nOi pennittcd. If 311)' iron! is not applicable. or no

information is available. the space must be marked 10 indicate that.

SeCtion I
':"

Manu&cturo:r'sName : CAIMON ENTERPRISE CO..LTD,

t'ddrcss (Number. S\rcct City, Swe.. and Zl~ode) :

NO. 68, FARYUAN STREET. YUANlIN,
CHANGHUA 510, TAIWAN

Emergency Telephone Number : calmon@ms'2.hlnet.net

. 886-4-8317905

TelephoneNumbcrforinformalIoo :FAX: 886-4.8317889

Date Prepared:

SignalUre of Pre parer (optional):
BIRMINGHAM CHIEU

S;~tion n -Hazardous Ingredientslldenti!}' InformatioD

HmmIO\l5OUS CompollelltS (Specific Chemical Identity; O;)mmon Name(s» OSHAPBL ACGIHTLV
tllliaI'unili"
RcwnllDended % (optional)

CAS-no.
107-41-5 .
000495-54-5 -
000122-99-6
52080-58-7

.
Substance

2.methyl pentane-2.4-dlol
CI Solvent Ol'8nge 3
:2-Phenoxyethanol
CI Solvent Violet 8

conc. rangt: %' classification (8)(European Union)
2.5 -10 XI 36/38
2.5 - 10 Xn 22
10- 2s )en 22--36
2.5 -10 Xn 22-36-40

.'

Section m - Pbl,sicaliChemicaiCharacteristics

Boiling Point

Vapor ~"\IfC (mln Hgo) : NO

SpecifICGravitY(H2O =I) : ca.' .03
Density (glml)

MeltingPoint: < 0 Degree CelsIus

100 Degree Celsius

VaporDensily(AIR-= I) : >1 Evaporation Rate

(Butyl Acet3te:; I)
>1

Solubility in Warer: Insoluble

AppCBrance3DdOdor: Appearance: liquId Odor. Typical

Section IV - Fire and Explosion Ha2:ard Data

Plash Point (Method Used) : > '00 Degree Celsius Flammable limitS: LEL:
(VOL.%) 1.0

UEL:
12.

F.xting\lishingMedia; Alcohol resiswnt foam CO2, powders. water spray

S!)«ial Fire Fighting Procedures: Cool containers exposed to fire with waler do not use waterjet
Autoignltion temperature (Degree Celsius): 200

Unusual Fire ,.nd Explosion Hazards:

Carbon monoxide and dioxide. smoke ancl oxides 01 nitrogene
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